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RIGHT TURN LANE SECTION
STA. 1341+46.86 TO STA. 1348+09.00
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IL RTE 3 SECTION C-C

WEAVING LANE REMOVAL SECTION
STA. 1360+50.00 TO STA. 1364+79.21
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** SHOULDER WIDTHS SHOWN ON THE TYPICALS
ARE THEORETICAL SHOULDER WIDTHS.  ACTUAL
SHOULDER WIDTHS SHALL MATCH EXISTING
CONDITIONS UNLESS OTHERWISE SPECIFIED.

STA. 1362+33.40 TO STA. 1367+49.13
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{1)  EXISTING P.C.C. CONCRETE PROPOSED BITUMINOUS MATERIALS (PRIME COAT) PROPOSED HOT-MIX ASPHALT SURFACE REMOVAL, VARIABLE DEPTH
{2)  EXISTING SUB-BASE GRANULAR MATERIAL TYPE A @ PROPOSED AGGREGATE (PRIME COAT) PROPOSED HOT-MIX ASPHALT SHOULDERS 10 1/2”
3 PROPOSED POLYMERIZED HOT-MIX ASPHALT SURFACE COURSE, "
{3) EXISTING HMA SHOULDERS (1) EROROSED POL MERIZED HOTsMIX PROPOSED AGGREGATE SHOULDERS, TYPE B, 6
{4)  EXISTING HMA SURFACE (3)  PROPOSED PAVEMENT REMOVAL (21)  PROPOSED SUB-BASE GRANULAR MATERIAL, TYPE C
(5)  EXISTING AGGREGATE SHOULDERS PROPOSED AGGREGATE SHOULDERS, TYPE B (22)  PROPOSED HOT-MIX ASPHALT PAVEMENT (FULL DEPTH), 13"
{(6) EXISTING PIPE UNDERDRAIN (i3  PROPOSED HOT-MIX ASPHALT SHOULDERS, 2 (23  PROPOSED LIME MODIFIED SOIL - 127
{(T)  EXISTING GUARDRAIL PROPOSED HOT-MIX SURFACE REMOVAL, 2” PROPOSED GUARDRAIL (SEE PLANS FOR LOCATIONS)
(i)  PROPOSED PIPE UNDERDRAINS, 4” (25  PROPOSED PAVED SHOULDER REMOVAL
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